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Model shown may include options

ENGINE PERFORMANCE

Nm Ib-It

746 I 550

w 6781 500
=>
0

~ 610I 450
to-

~ 542 I 400

/'
476 350

LIh gal/h

38 10

...J 30 8
~ 22.3 6u.

15 4

7.5 2

1000 1400 1800 2200

ENGINE SPEED-RPM

"Depending on operating variables

./

Litho in U.S.A. 9-89 (Replaces page dated 9-87)

FEATURES

185 SAE net hp (138 kW)John Deere
turbocharged diesel engine
Four-wheel drive
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3.75 or 4.0 cu. yd. (2.8 or 3.1 m3)general
purpose buckets or 3.5 cu. yd. (2.7 m3)
multipurpose bucket

Single-phase, single-stage torque converter
with countershaft, Power Shift transmission, 4
speeds forward, 3 reverse

Power steering. Articulated frame

Four-wheel wet-disk power brakes and parking
brake

Inboard planetary final drives

Single-lever or optional two-lever control with
optional automatic return-to-dig and optional
boom height control

Optional front axle hydraulic differential lock
or NoSPIN front differential

Optional vandal protection

Rollover protective structure (ROPS) with
canopy. Meets criteria of SAE J394a, SAE
J1040 APR88, OSHA 1926.1001, and ISO 3471.
Also meets FOPS (falling object protective
structure) criteria SAE J231 JAN 81 and ISO
3449.

ADD VERSATILITY WITH:

Auxiliary bucket spill guard

Auxiliary bucket skid shoes

Bolt-on cutting edge

Bucket teeth

Coupler system
Forks

Side-dump bucket

Snow plows

Special buckets
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