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Wet-sleeve liners provide
uniform engine cooling and
longer durability than cast-in-
block designs.

Large pins and replaceable
bushings deliver long-term
durability, and keep the
backhoe and loader tightly
secured and digging true.

Sealed front axle and larger
kingpins and differentials
help ensure drivetrain
durability.

Unlike axles that rely on in-
ternal augers to direct oil to
critical components, Deere’s
design provides full-time,
full-axle lubrication on any
angle in any terrain.

Engine hood is constructed
of a resilient composite
material that resists impacts
and damage. Standard grille
extensions further protect the
front end.

No more stacked hydraulic
and transmission coolers

in front of the radiator. With
improved airflow, fan speed
has been reduced for less
debris build-up and noise.
Cleanout is easier, too.

Backhoe boom, dipperstick,
stabilizers, and loader are

box-constructed of low-alloy
steel for maximum strength.

Planetary final drives distrib-
ute loads over three gears
and are sealed in a cooling
oil bath for long life and
trouble-free service.




500-hour engine and
2,000-hour hydraulic oil
service intervals enable

J-Series Backhoes to work
longer between changes.

Wide-mouth fuel tank allows
fast, ground-level fill-ups.
Generous capacity lets you
work longer before refueling.

Diagnostic test ports and
available fluid-sample ports
help speed preventative
maintenance and trouble-
shooting.

Compare routine maintenance
costs with other backhoes
during their first 3,000 hours.
You'll discover what owners
already know—it costs less
torun a Deere.

Your John Deere dealer has
the parts and service you
need to stay productive,
and offers a wide variety of
preventative maintenance
and support programs to
help control costs.
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Vertical spin-on engine, transmission, and hydraulic filters and
quick-release fuel filters allow quick, no-spill changes.

Tilt the hood and discover the many advantages
that make J-Series Backhoes the simplest,
least expensive to maintain. Same-side ground-
level access to checkpoints makes quick work
of the daily routine. Service intervals have been
extended so you can work longer between
changes. And because no maintenance beats
low maintenance, self-adjusting serpentine belts,
park brake, and wet-disc brakes seldom, if ever,
require attention. With the John Deere J-Series,
you'll spend less time and expense getting ready
for work—and more time getting work done.

Convenient lube and
periodic maintenance
chart ensures that nothing
gets overlooked. Synthetic
bushings in the loader
linkage and extendable
dipperstick eliminate
numerous grease zerks.

If something goes wrong,
the monitor displays easy-
to-understand diagnostic
information to get you back
up and running quickly.

Split floor mats and a large
removable panel provide
convenient, top-side access
to internal components.
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