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Type Yanmar 4TNE98 - Naturally Aspirated Direct-Injection Diesel
Rated power 55 SAEnet hp (41 kW) @2,200 rpm
Cylinders 4
Displacement 202 cu. in. (3.3 L)
Maximum net torque 166Ib.-ft. (225 Nm) @1,300 rpm
Fuel consumption, typical 1.5 to 2.5 gal./hr. (5.7 to 9.5 L/h)
Cooling fan suction-type
Electrical system 24 volt with 35-amp alternator
Batteries (two 12 volt) reserve capacity: 180 min.

HYDRAULIC SYSTEM

Main pumps one variable-displacement axial-piston open center
Maximum rated flow 2 x 20.6 gpm (2 x 78 L/min.)

Pilot pump one gear
Maximum rated flow 6.5 gpm (24.6 L/min.)
Pressure setting 540 psi (3727 kPa)

System operating pressure
Implement circuits 3,770 psi (25 988 kPa)
Travel circuits 4,550 psi (31 380 kPa)
Swing circuits 3,627 psi (25 007 kPa)

Crossoverrelief valve
Blade 3,129 psi (21573 kPa)

Dozer blade pump (optional) one gear
Oil filtration one lO-micron full-flow return filter with by-pass

one pilot oil filter
one suction filter

CYLINDERS
Boom (1)

Bore 4.5 in. (115 mm)
Rod diameter 2.6 in. (65 mm)
Stroke 34.8 in. (885 mm)

Arm (1)
Bore 3.7 in. (95 mm)
Rod diameter 2.4 in. (60 mm)
Stroke 35.4 in. (900 mm)

Bucket (1)
Bore 3.3 in. (85 mm)
Rod diameter 2.2 in. (55 mm)
Stroke 28.7 in. (730 mm)

SWINGMECHANISM 0-14 rpmSwing speed .................................................

UNDERCARRIAGE

Carrier rollers (per side) 1
Track rollers (per side) 5
Idlers (per side) 1
Shoes, triple semi-grouser (per side) 38
Track guides front
Track adjustment hydraulic
Travel speed

Low 0-2.2 mph (0-3.5 km/h)
High 0-2.8 mph (0- 4.5 km/h)

Drawbar pull ll,817 lb. (5310 kg)
Off-level operating limit for oil sump 59% (30 deg.)

GROUND PRESSURE DATA

With lS-in. (450 mm)triplesemi-grousershoes
Averagegroundpressure (recommendedfor rockyterrainandstumps)

Standard one-piece boom without dozer blade 4.33 psi (28.85 kPa)
Standard one-piece boom with dozer blade 4.71 psi (32.97 kPa)
Offset boom without dozer blade 4.67 psi (32.19 kPa)
Offset boom with dozer blade 5.03 psi (34.69 kPa)

With 24-in. (600 mm) triple semi-grousershoes
(recommendedfor general/soft terrain)
3.33 psi (22.95 kPa)

3.61 psi (24.89 kPa)

3.59 psi (24.75 kPa)

3.86 psi (26.61 kPa)
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