FA ST FAC T

320G/324G/325G
SKID STEERS/CTL

4-SEASON
CAB OPTION

INTRODUCING THE ALL-NEW

G-SERIES MID-FRAMES
Our new mid-frame G-Series models are just right for customers
looking for greater versatility. Or who want more punch than
a smaller skid steer or compact track loader. These midsize
go-getters deliver productivity and technology similar to our
large-frame models — but in a narrower, lighter machine.

INDUSTRY-LEADING
BUCKET BREAKOUT FORCES
AND AUXILIARY FLOW

TIPPING
LOADS UP
TO 7,400 LB.

SUPERIOR REACH

325G CTL and 324G SSL height to
hinge pin is 10 ft. 6 in. to easily
load high-sidewall dump trucks,
feed mixers, and hoppers.

EASY MAINTENANCE

Cab foot-well area can be washed
out in a matter of minutes.
Glove-friendly removable side
windows make cleaning easier.

CONVENIENT CONTROLS

Easy-to-operate controls maximize
an operator’s skills, for more
everyday productivity.

IMPROVED VISIBILITY

Excellent all-around visibility
has been further enhanced with
customer-inspired side lighting
and rearview camera options.

QUIET COMFORT

Spacious, comfortable cab is even
more tightly sealed to keep out noise
and dust. Available options include
a four-season cab, Bluetooth® radio,
and heated seats.

JDLINK™ MACHINE
MONITORING

JDLink provides machine data and
health alerts to help you decrease
costly downtime. It’s an option on
G-Series mid-frames.
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Key Specifications 320G

324G

325G

Rated Gross Output

51.7 kW (69 hp)

54.8 kW (74 hp)

54.8 kW (74 hp)

Optional High-Flow
Hydraulics

112 L/m (30 gpm)

120 L/m (32 gpm)

101 L/m (27 gpm)

Rated Operating
Capacity

994 kg (2,190 lb.) / 1067 kg
(2,350 lb.) with Counterweight

1221 kg (2,690 lb.) / 1294 kg
(2,850 lb.) with Counterweight

1176 kg (2,590 lb.) @ 35% Tipping Load / 1634 kg
(3,600 lb.) @ 50% Tipping Load with Foundry Bucket

Height to Hinge Pin

3.10 m (122.2 in.) (10 ft. 2 in.)

3.20 m (126 in.) (10 ft. 6 in.)

3.20 m (126.1 in.) (10 ft. 6 in.)

Operating Weight

3246 kg (7,150 lb.)

3496 kg (7,700 lb.)

4313 kg (9,500 lb.) with 320-mm (12.6 in.) Standard Track /
4381 kg (9,650 lb.) with 400-mm (15.8 in.) Optional Track

DKAGSSM Litho in U.S.A. (18-01)

