
WASTE HANDLERS

624 P-TIER / 644 P-TIER / 644 X-TIER / 724 P-TIER / 744L LOADERS

850L / 950K / 1050K CRAWLER DOZERS

655K / 755K CRAWLER LOADERS
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BUILT FOR TOUGH 

ENVIRONMENTS

John Deere waste handlers are engineered to meet the 
challenges of moving solid waste and tackling tough tasks  
DW�ODQG�OOV��UHF\FOLQJ�IDFLOLWLHV��VFUDS\DUGV��DQG�WUDQVIHU�

VWDWLRQV��'XUDEO\�FRQVWUXFWHG�DQG�IXOO\�IRUWL�HG�ZLWK�WKH�

EHVW�FXVWRPHU�LQVSLUHG�IHDWXUHV�RI�RXU�MRE�SURYHQ�FUDZOHU�

GR]HUV��FUDZOHU�ORDGHUV��DQG�ZKHHO�ORDGHUV��WKHVH�PDWHULDO�

managers have what it takes to take out the trash — and 
KHOS�NHHS�LW�RXW��6HH�KRZ�WKH\ɕUH�EXLOW�WR�ZRUN�ORQJ�DQG�

KDUG�VR�\RX�GRQɕW�KDYH�WR�EUHDN�D�VZHDW�

From convenient controls that let you customize  
machine operation, to state-of-the-art multifunction 
monitors, to fully adjustable seats, these wasteland 
warriors are designed for productive comfort.

TAKE CONTROL

Guarding and seals have been added to protect the machine 
from damage and help prevent debris from entering the 
cooling system. Final-drive and axle-seal guards help 
GH�HFW�ZUDSSLQJ�DQG�SUHYHQW�FORJJLQJ��2SWLRQDO�K\GUDXOLF�

belly pans (loaders only) and rugged mainframes help keep 
these refuse crushers coming back for more.

BLOCK AND TACKLE

JDLink™ connectivity provides real-time machine data 
DQG�DOHUWV�WR�KHOS�PD[LPL]H�SURGXFWLYLW\��HI�FLHQF\��DQG�

uptime. To optimize uptime and lower costs, JDLink also  
enables John Deere Connected Support.™

SERVICE SOLUTIONS
R

JOHN DEERE WASTE-MANAGEMENT SOLUTIONS
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DY-TO-ROLL
TTER LINEUP.
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BIG-TIME  
DEBRIS BUSTERS.
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A breath of fresh air

Powered air precleaner provides 
DGGLWLRQDO�FDE��OWUDWLRQ��6HYHUH�
duty engine air precleaner extends 
DLU��OWHU�OLIH�LQ�GXVW\�HQYLURQPHQWV�

The front line

0XOWLSOH�EODGH�FRQ�JXUDWLRQV�
ranging in capacity from 12.9 to 
29.8 cubic yards help put trash in its 
place. Choose between U, semi-U, 
straight, and power-angle-tilt (PAT) 
blades depending on model and 
WUDFN�FRQ�JXUDWLRQ�

Ability with versatility

Add a rear attachment such as a 
ripper, counterweight, retrieval hitch, 
drawbar, or storage compartment 
WR�FRQ�JXUH�\RXU�PDFKLQH�IRU�\RXU�
VSHFL�F�WDVN�RU�SUHIHUHQFH�

Get your fill

Cooling packages with square-wave 
�QV�DQG�ZLGH�VSDFLQJ�KDYH�EHHQ�
VSHFL�FDOO\�designed to help prevent 
plugging and RYHUKHDWLQJ�LQ�ODQG�OO�
environments and may extend 
intervals between cleanouts in 
many applications.

WASTE-HANDLER 

CRAWLER DOZERS:

850L / 950K / 1050K

MATCH THE  

BLADE
TO THE DEMAND
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WASTE-HANDLER CRAWLER LOADERS:

655K / 755K

The bucket list

Choose a multipurpose or general-
purpose bucket including trash rack 
to boost capacity for sorting, truck 
loading, spreading, and excavating. 

Keep it clean

Swing-out side shields and tilt-out 
grille provide access to both sides 
of the coolers, for low-effort debris 
removal when needed.

The coast is clear

Rear striker bars, cylinder guards, and 
�QDO�GULYH�VHDO�JXDUGV�IRUP�D��UVW�OLQH
of defense for knocking trash off the 
tracks. Fender guards further resist 
anything that might get stuck.

Rugged where it counts

Heavy-duty undercarriage is sealed, 
lubricated, and built to last. Available 
extended-life tracks deliver up to twice 
the bushing life, boosting durability in 
H[WUHPHO\�DEUDVLYH�FRQGLWLRQV��2SW�IRU
trapezoidal-hole shoes and recessed 
sprocket segments to tackle material 
that might pack in the chain pockets.

POWER  
THROUGH.
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WASTE-HANDLER LOADERS: 

624 P-TIER / 644 P-TIER / 644 X-TIER / 724 P-TIER / 744L  

Cool under pressure

Innovative Quad-Cool™ system 
isolates critical cooling components 
from engine heat in an easy-to-clean 
SDFNDJH��&RUUXJDWHG��QH�PHVK��
VFUHHQHG�DLU�FOHDQHU�HI�FLHQWO\��OWHUV�
HQJLQH�DLU�RZ��+\GUDXOLF�IDQ�UHYHUVHV�
automatically at preset intervals to 
help purge debris.

Guarded against accumulation

Cylinder cavity and articulation joint 
guards resist material collection and 
buildup.

Put on the brakes

Tough axles feature dedicated oil cooling 
DQG��OWUDWLRQ��6HOI�DGMXVWLQJ�LQERDUG�
wet-disc brakes run cool and clean, and 
are protected to help minimize exposure
to corrosive materials.

Extreme protection

Extreme-service frame and light guards 
provide additional impact and debris 
UHVLVWDQFH��2SWLRQDO�K\GUDXOLF�EHOO\
pans open and close for easy cleanout.

Innovative E-Drive

Constant forward and reverse waste-
handling motions are ideal for the 
644 X-tier’s E-Drive transmission 
V\VWHP�WR�PD[LPL]H�IXHO�HI�FLHQF\�
and pushing power.

STANDARD &  

HIGH-LIFT  

CONFIGURATIONS 

AVAILABLE
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Waste-Handler Crawler Dozers 850L 950K 1050K
Net Peak Power ����N:������QHW�KS��DW�������USP ����N:������QHW�KS��DW�������USP�

�2XWVLGH�'R]HU�>26'@�EODGH����

����N:������QHW�KS��DW�������USP�

�3RZHU�$QJOH�7LOW�>3$7@�EODGH�

����N:������QHW�KS��DW�������USP

Operating Weight 24 533–24 654 kg  
�������ɑ�������OE��

������ɑ�������NJ��������ɑ�������OE���

LQFOXGHV�GRJKRXVH�DQG���������PP�

�������LQ���WUDSH]RLGDO�VKRHV

������ɑ�������NJ���������ɑ

��������OE���LQFOXGHV�GRJKRXVH�DQG�

����PP�����LQ���WUDSH]RLGDO�VKRHV

Undercarriage/Blade 
Configurations

/*3�ZLWK�3$7�DQG�/*3�ZLWK�26'� 6WDQGDUG�ZLWK�26'��/*3�ZLWK�26'��

and LGP with PAT
6WDQGDUG�ZLWK�26'

Blade Capacity  
(with trash rack)

PAT: 9.9 m3�������FX��\G�����

26'�������P3�������FX��\G��

6HPL�8�EODGH�������P3�������FX��\G�����

8�EODGH�������P3�������FX��\G�����/*3�

6HPL�8�EODGH�������P3�������FX��\G��

6HPL�8�EODGH�������P3�������FX��\G�����

8�EODGH�������P3�������FX��\G��

Waste-Handler Loaders 624 P-TIER 644 P-TIER 644 X-TIER 724 P-TIER 744L
Net Peak Power ����N:������QHW�KS��

DW�������USP

����N:������QHW�KS��

DW�������USP

����N:������QHW�KS��

DW�������USP

����N:������QHW�KS��

DW�������USP

����N:������QHW�KS��

DW�������USP

Operating Weight ������ɑ�������NJ�

�������ɑ�������OE��

22 285–22 832 kg  
�������ɑ�������OE��

������ɑ�������NJ�

�������ɑ�������OE��

������ɑ�������NJ�

�������ɑ�������OE��

������ɑ�������NJ�

�������ɑ�������OE��

Bucket Capacity Range 3.1–4.6 m3  
����ɑ����FX��\G��

3.8–5.4 m3  
����ɑ����FX��\G��

3.8–5.4 m3  
����ɑ����FX��\G��

3.8–5.4 m3  
����ɑ����FX��\G��

4.6–6.1 m3  
����ɑ����FX��\G��

Height to Hinge Pin, Fully Raised
 Standard Z-Bar �����P�����IW����LQ�� �����P�����IW����LQ�� �����P�����IW����LQ�� �����P�����IW����LQ�� �����P�����IW����LQ��

 High-Lift Z-Bar �����P�����IW����LQ�� �����P�����IW����LQ�� �����P�����IW����LQ�� �����P�����IW����LQ�� �����P�����IW�����LQ��

Waste-Handler Crawler Loaders 655K 755K
Net Peak Power ����N:������QHW�KS��DW�������USP ����N:������QHW�KS��DW�������USP

Operating Weight �������NJ���������OE�� �������NJ���������OE��

Blade Capacity Range
 General Purpose With Trash Rack 3.6 m3������FX��\G�� 4.5 m3������FX��\G���

 Multipurpose Without Trash Rack 1.6 m3������FX��\G��� ����P3������FX��\G��

Dump Clearance With Bucket
 General Purpose �����PP��������LQ�� �����PP��������LQ���

 Multipurpose �����PP��������LQ�� �����PP��������LQ��

SPECIFICATIONS:

'.$//'5:+��������
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