
FILTER OVERVIEW WITH SERVICE INTERVALS AND CAPACITIES
6E Series Tractors - 6125E (500001- ) (South American Edition)

http://www.deere.com/en_US/parts/servicessupport/filteroverviews

ENGINE
PRIMARY AIR FILTER  
AL172780
SECONDARY AIR FILTER 
AL150288
Replace every 250 hours and annually.

ENGINE
PRIMARY FUEL FILTER  
RE546336
FINAL FUEL FILTER 
RE544394
Replace every 250 hours and annually.
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TRANSMISSION
OIL FILTER - AL221066

HYDRAULIC
OIL FILTER - AL203061
Replace initially after 100 hours and after 
every 750 hours.

ENGINE
OIL FILTER 
RE504836
Replace initially after 100 hours and 
every 375 hours, every 500 hours and 
annually.

http://www.deere.com/en_US/parts/servicessupport/filteroverviews
https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=AL172780
https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=AL150288
https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=RE546336
https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=RE544394
https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=AL221066
https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=AL203061
https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=RE504836


CAPACITIES
6E Series Tractors - 6125E (500001- ) (South American Edition)

CAPACITIES (Approximate):

Fuel Tank:
.....................................................................240 L (63.4 gal)

Cooling System: 
Cool-Gard™ II
.........................................................................29 L (7.6 gal)

Transmission and Hydraulic System:
Hy-Gard™

....................................................................65.4 L (17.3 gal)

Front Axle: 
Hy-Gard™ 
Front Axle Differential .....................................8.2 L (2.1 gal) 
Final Front Axle Reducers (Each).................0.75 L (0.2 gal)
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