
FILTER OVERVIEW WITH SERVICE INTERVALS AND CAPACITIES
6J Series Tractors - 6145J, 6165J, 6180J (CKD Argentina Edition)

http://www.deere.com/en_US/parts/servicessupport/filteroverviews

CAB
FRESH AIR FILTER 
AL225552
Always replace cab filter when primary 
engine air filter is replaced.

ENGINE
PRIMARY AIR FILTER  
AL172780
SECONDARY AIR FILTER 
AL150288
Replace after cleaning five times or 2 years 
of Service.

ENGINE
PRIMARY FUEL FILTER  
DQ24057
FINAL FUEL FILTER 
RE62419
Replace after every 250 hours 
and 500 hours.
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ENGINE
OIL FILTER - RE59754
Replace initially after 100 hours and 
every 375 hours, every 500 hours and 
annually.

TRANSMISSION
OIL FILTER - AL221066

HYDRAULIC
OIL FILTER - AL203061 
(6165J) AL169573
Replace initially after 100 hours and 
after every 750 hours.
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CAPACITIES
6J Series Tractors - 6145J, 6165J, 6180J (CKD Argentina Edition)

CAPACITIES (Approximate):

Fuel Tank:
 .....................................................................................300 L (79.2 gal)

Cooling System: 
Cool-Gard™ II
 ........................................................................................24 L (6.3 gal) 
6165, 6180J ....................................................................35 L (9.2 gal) 
W/ Cabin .........................................................................28 L (7.4 gal) 
6165J, 6180J ...................................................................38 L (10 gal)

Transmission and Hydraulic System:
Hy-Gard™

 ..................................................................................65.4 L (17.3 gal)

Front Axle: 
Hy-Gard™ 
STANDARD 
Front Axle Differential Housing ...........................................7.6 L (2 gal) 
(6145J) Front Axle Final Drive Housing (each) ................1.7 L (0.4 gal) 
DANA Brazil (163/750 and 755/170) 
(6165J, 6180J) Front Axle Final Drive Housing (each) ..1.8 L (0.48 gal) 
DANA ITALY (750/202 and 126/755) 
(6165J, 6180J) Front Axle Differential Housing .............8.2 L (2.17 gal) 
(6165J, 6180J) Front Axle Final Drive Housing (each) ..1.8 L (0.48 gal) 
FRONT AXLE 3 METERS 
(6165J, 6180J) Front Axle Differential Housing .............22.4 L (5.9 gal) 
(6165J, 6180J) Front Axle Final Drive Housing (each) ....3.7 L (0.9 gal)
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